EPDM GASKET
EXPANDED VIEW OF
TANK ADAPTER
(POLYETHYLENE)
RETAINING ~ / - \
NUT Z TANK ADAPTER
TANK WALL 2PT (51 mm)

1.2" (51 mm) DRISCOPIPE (INFLOW).
2.PVC2" (51 mm) TANK ADAPTER.
3. CROSSLINKED POLYETHYLENE (XPLE) TANK.
4.2" (51 mm) GALV. MALE X BARB FITTING.
5.2" (51 mm) EQUALIZER, DRISCOPIPE.
6.36 TO 40 SIZE HOSE CLAMP.
7.1" (25 mm) PVC TANK ADAPTER.
8.1" (25 mm) GALVANIZED SHOULDERED NIPPLE.
9.1" (25 mm) BASS GATE VALVE.
10.1" (25 mm) GALVANIZED SHOULDERLESS NIPPLE.
11.1" (25 mm) BRASS CHECK VALVE.
12.1" (25 mm) GALVANIZED 90> ELBOW.
13.1"x6" (25x152 mm) GALV. SHOULDERED NIPPLE.
14.1" (25 mm) GALVANIZED TEE.
15.1" (25 mm) GALV. MALE x BARB FITTING.
16.1" (25 mm) DRISCOPIPE.
17.NO. 20 HOSE CLAMP.
18.2" (51 mm) PVC 90ec ADAPTER, MALE THREADED x BARB FITTING.
19.2" (51 mm) DRISCOPIPE (OVERFLOW).
20.3/16" (5 mm) STEEL CABLE.
21. STEEL CROSBY CLAMP.
22.3/8"X10" (10x254 mm) TURNBUCKLE (EYE-TO-EYE)
23. ANCHOR ROD.
24.1/4" (6 mm) RUBBER HOSE/FUEL LINE.
25.16" (406 mm) MANHOLE.
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1. THE METRIC CONVERSIONS ARE PROVIDED IN
IN PARENTHESIS FOLLOWING THE ENGLISH UNITS.



